Technical Data Sheet Versie: 002

Project Foam Tape
Tweezijdig klevend HDPE Foam Tape

v Zorgt voor de eerste hechting aan de gevelplaat
v Zorgt voor een minimale dikte van de lijm
v 25 meter op de rol

Project Foam Tape is een dubbelzijdige tape die bestaat uit een zwarte, gesloten cellulair polyethyleen schuim,
bedekt met een acrylaat lijm. Project Foam Tape heeft een zeer hoge onmiddellijke kleefkracht en een zeer grote
afscheursterkte.

Toepassingen

Project Foam Tape is ideaal voor:
¢ Montage van naamplaatjes
e Letters

e  Sierlijsten

e Emblemen

e Plexiglas

e Spiegels
e Displays o
e Gevelbeplating 2
e Ideaal als derde hand bij verticale verlijmingen é
[}
Specificaties g %
Kenmerk: Waarde: E-f.é
Lijm Gemodificeerde acrylaat ce
Schuim Gesloten cellulaire polyethyleen
Schutfolie Geel siliconen papier
Densiteit 55 kg/m?®
Hechtingskracht na 1 minuut 18 N/25 mm
Hechtingskracht na 20 minuten 19 N/25 mm
Temperatuur bestendigheid -40°C tot + 100°C
Applicatie temperatuur +15°C tot +30°C
Dikte 3 mm

For further information, please contact:
Netherlands : +31 (0)77 476 2204 | Austria : +43(0) 4239 40300 | Switzerland : +41(0) 81 252 55 54

E !'_'"-_ E Disclaimer:

L All advice, recommendations, figures and safety instructions are based upon thorough research as well as the current state of our experience and

[ ] are non-binding. Despite the greatest care having been taken to compile the documentation, we assume no responsibility for inaccuracies, mistakes,

typographical or print errors. We reserve the right to alter the product whenever we deem necessary. Considering that the design and conditions of the
substrate and the circumstances under which the application takes place are beyond our control, no responsibility with regard to the executed works

can be assumed on the basis of this documentation. Therefore we advise you to perform a test on the spot yourself. All our sales and deliveries are PRO PART

subject to our General Conditions of Sale and Delivery. =
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Kenmerk: Waarde:

Lengte 25 meter
; 24 maanden in een droge, koele en vorstvrije omgeving
Houdbaarheid P —
Veiligheidsmaatregelen Gelieve de veiligheidsfiche te raadplegen
Verpakking
Afmetingen: :
8 1719214114312
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