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                          TECHNISCHE FICHE

PP Put DN 600

Hoofdbestanddelen van een kamer

• putbodem vlak of geprofileerd, uitgerust met aansluitmoffen. Bodems beschikbaar voor aansluiting op dubbel-
wandige polypropyleen (PP) buizen met gestructureerde wand, alsook standaardbuizen van het type PVC-U, PP 
en PE.

• Mogelijkheid tot ophoging met behulp van een geribde PP buis DN600.

Normen

• De PP-inspectiekamer beantwoordt aan NBN EN 13598-2
• Goedgekeurd voor gebruik in weg ROW’s Technische goedkeuring IBDiM AT/
 2010-02-2706 Technische goedkeuring IK AT/
 07-2011-0242-00 Technische goedkeuring
 IBDiM AT/2011-02-2706
•  GIG (Central Mining Institute) Advies voor goedkeuring van het gebruik in gebieden met mijnschade tot de 

vierde categorie.
• Chemische weerstand van kamercomponenten van PP tegen chemische stoffen voldoet aan de ISO/TR 

10358-richtlijnen
• Afdichtingen voldoen aan de eisen van de norm EN 681-1:2002
• Chemische weerstand van afdichtingen van elastomeer tegen chemische stoffen voldoet aan de ISO/TR 

7620-richtlijnen

Gebruik

Maximale inbouwdiepte 6 m
• Aanvaardbaar grondwaterpeil 5m
• Verkeersbelasting SLW60.

Inspectiekamers

37

Technical features 

Non-entry inspection chambers DIAMIR 600

Main components of a chamber  

-base unit, a base of an inspection chamber, allowing 

for direct connection of storm water drainage or sanitary 

sewer systems installed in the ground, including 

incorporated channels with possible branches along with 

possible branches 

-a riser, riser pipe of internal diameter equalling 600 

-a telescope section, allowing for compensation of 

settlement which may take place after installation and 

making it possible to adjust the chamber height A 

telescope pipe is installed to the depth of 0,8 m below the 

ground level. 

Description 

Non-entry inspection chambers DIAMIR 600 

Standards: 

-DIAMIR 600 inspection chamber is compliant with 

EN 13598-2:2009 

EN 476:2011 

-approval for use in road ROWs 

Technical Approval IBDiM AT/2010-02-2706 

Technical approval IK AT/07-2011-0242-00 

Technical Approval IBDiM AT/2011-02-2706 

-GIG (Central Mining Institute) Opinion approving 

their use in the areas of mining damages up to the 4th 

category 

-Chemical resistance of chamber PP components  to 

chemical substances is compliant with 

the ISO/TR 10358 Guidelines 

-Gully tops and manhole tops meet the requirements of 

standard  

EN 124:2000

Seals meet the requirements of standard 

EN 681-1:2002 

-Chemical resistance of elastomeric seals to chemical 

substances is compliant with 

the ISO/TR 7620 Guidelines 

Usage: 

-maximum installation depth 6 m

-acceptable ground water table 5 m

-acceptable load caused by traffic SLW60 according to 

ATV-A127P 

Geprofileerde bodem met aansluiting 
voor PVC-U, PE en PP

Geprofileerde bodem met aansluiting 
voor PVC-U, PE en PP

Volledige put


